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Super ComfortDOME 
LED Downlight 

Deep recessed design achieves super eye comfort.

Attractive appearance with high efficiency.

UGR<19

DOM
E



Super Comfort DOME 
LED Downlight 

205204

E-LITE  LIGHTING

IP54

UGR
<19

DOM
E



Super ComfortDOME 
LED Downlight 

207206

E-LITE  LIGHTING

8``

DOME super comfort D100

4`` 6``

100 150 200

DOME super comfort D150 DOME super comfort D200

8``

DOME super comfort DS100

4`` 6``

100X100 150X150

DOME super comfort DS150 DOME super comfort DS200

200X200

9W 1000-1200Lm 18W 2000-2500Lm 25W 2800-3400Lm
13W 1300-1600Lm 25W 2500-3300Lm 38W 3900-4600Lm

52W 4800-5600Lm

9W 900-950Lm 18W 1700-1800Lm 25W 2200-2400Lm
13W 1200-1300Lm 25W 2400-2600Lm 38W 3200-3400Lm

UGR
<19

DOME super comfort D75

3``

75

DOM
E

IP54

7.5W 700 lm-750 lm
11W 900 lm-950 lm

DOME super comfort DS65

3``

65X65

7.5W 700-750Lm
11W 900-950Lm



Deep recessed design achieves 
super eye comfort.
Attractive appearance with 
efficiency and functionality.
Passive management ensures 
durability.
Optimal lens technologies with 
narrow, medium and flood beam 
angles guarantee light quality.
Interchangeable reflectors of matt,  
white and black colours. provide 
maximum design freedom.
Applicable to all typical downlight 
contexts.

Super Comfort DOME 
LED Downlight 

209208

E-LITE  LIGHTING

UGR
<19

DOM
E

IP54



Deep recessed heatsink 

CITIZEN COB LED

Interchangeable reflector 

Silicone gasket

WhiteMatt

1 2 3

Lens holder

 Lens with narrow, medium and flood beam angles

18° 30° 60°

Black

UGR< 19

60°

Silicone gasket

Super Comfort DOME 
LED Downlight 

211210

E-LITE  LIGHTING

IP54

UGR
<19

DOM
E



D200 fixture can be taken off from the back of the ceiling, 
which is easy and convenient for maintenance. 

213212

E-LITE  LIGHTING

CB

60°

UGR<19

Super Comfort DOME 
LED Downlight 

Deep recessed design achieves 
super eye comfort.
Attractive appearance with 
efficiency and functionality.
Passive management ensures 
durability.
Optimal lens technologies with 
narrow, medium and flood beam 
angles guarantee light quality.
Interchangeable reflectors of matt,  
white and black colors. provide 
maximum design freedom.
Applicable to all typical downlight 
contexts.

UGR
<19

DOM
E

IP54



ELECTRICAL

Order options

COLOUR  TEMPERATURE

2700K

3000K

D75

3000K
(Standard)

9W

13W

COLOUR RENDERING INDEX

CRI 80

CRI 90

Light  distribution  for  3000K

Non-Dim 

Phase Dim
1-10V 

REFLECTOR

White Black

75

Matt

25°Beam 50°Beam

LENS

4000K

 DALI

SYSTEM POWER

E-LITE  LIGHTING

7.5W   700 lm-750 lm

11W   900 lm-950 lm

215214

E-LITE  LIGHTING

DOME 
LED Downlight 

DOM
E

Ø84

7
2

Order Information

Code

D75-7.5W  700-750 Lm MODELS

D75-7.5W-830-25
D75-7.5W-840-25

Module output

700 lm
750 lm

LED Power

7.5W
7.5W

System Power

9W
9W

CCT

3000K
4000K

CRI

83
83

LED output

1000 lm
1100 lm

BEAM

25°
25°

LED Voltage

31 V
31 V

LED Current

250 mA

250 mA

( CITIZEN LED )

D75-7.5W-830-50
D75-7.5W-840-50

700 lm
750 lm

7.5W
7.5W

9W
9W

3000K
4000K

83
83

1000 lm
1100 lm

50°
50°

31 V
31 V

250 mA

250 mA

25°

3318lx1m

828lx

368lx

207lx

Height,Emax

10°0°10°

131lx

Diameter

Ø39

Ø78

Ø117

Ø156

(cm)

Ø195

20° 20°

2m

3m

4m

5m

D75-7.5W-840-25
D75-7.5W-830-25

50°

1012lx1m

253lx

112lx

64lx

Height,Emax

10°0°10°

41lx

Diameter

Ø96

Ø192

Ø288

Ø385

(cm)

Ø481

20° 20°

2m

3m

4m

5m

D75-7.5W-840-50
D75-7.5W-830-50

Order Information

Code

D75-11W  900-950 Lm MODELS

D75-11W-830-25
D75-11W-840-25

Module output

900 lm
950 lm

LED Power

11W
11W

System Power

13W
13W

CCT

3000K
4000K

CRI

83
83

LED output

1300 lm
1400 lm

BEAM

25°
25°

LED Voltage

31 V
31 V

LED Current

350 mA

350 mA

( CITIZEN LED )

D75-11W-830-50
D75-11W-840-50

900 lm
950 lm

11W
11W

13W
13W

3000K
4000K

83
83

1300 lm
1400 lm

50°
50°

31 V
31 V

350 mA

350 mA

25°

4407lx1m

1101lx

489lx

275lx

Height,Emax

10°0°10°

176lx

Diameter

Ø39

Ø78

Ø116

Ø155

(cm)

Ø194

20° 20°

2m

3m

4m

5m

D75-11W-840-25
D75-11W-830-25

50°

1379lx1m

344lx

152lx

85lx

Height,Emax

10°0°10°

54lx

Diameter

Ø98

Ø197

Ø296

Ø395

(cm)

Ø494

20° 20°

2m

3m

4m

5m

D75-11W-840-50
D75-11W-830-50

100 150

Quickinfo

GENERAL

LED

ESTIMATED LED LIFETIME

OPTICAL

PHYSICAL

recessed
IP 54 

COB LED module
2700K,3000K,4000K

CRI > 80, CRI>90
Bining < 3-Step MacAdam

L80 / 50,000h

direct illumination
beam angle 18°,25°,30°,�50°,60°

aluminium
powder coating 

Features

- Foucs on every detail
- Low glare for optimal eye comfort

Function

Small size with cutout of 100mm.
Integrated mechanicals of heatsink 
and mounting ring to reduce 
components.
Deep recessed design achieves 
super eye comfort.
Attractive appearance with 
efficiency and functionality.
Passive management ensures 
durability.

Optimal lens technologies with 
medium and flood beam angles 
guarantee light quality.
Interchangeable reflectors of matt,  
white and black colors provide 
maximum design freedom.
Applicable to all typical downlight 
contexts.

200

FIP54
UGR
< 19

D75 D100 D150 D200



ELECTRICAL

Order options

COLOUR  TEMPERATURE

2700K

3000K

D100

3000K
(Standard)

11W

15W

COLOUR RENDERING INDEX

CRI 80

CRI 90

Light  distribution  for  3000K

Non-Dim 

Phase Dim
1-10V 

REFLECTOR

White Black

Ø110

7
9

Matt

30°Beam 50°Beam

LENS

4000K

 DALI

SYSTEM POWER

E-LITE  LIGHTING

Order Information

30°

4023lx1m

1006lx

447lx

251lx

Height,Emax

10°0°10°

161lx

Diameter

Ø50

Ø101

Ø151

Ø202

(cm)

Ø252

20° 20°

2m

3m

4m

5m

D100-9W-840-30
D100-9W-830-30

50°

10°0°10°20°

Diameter

Ø91

Ø183

Ø274

Ø366

(cm)

Ø457

20°

D100-9W-840-50
D100-9W-830-50

1m

Height,

2m

3m

4m

5m

1612lx

403lx

179lx

101lx

Emax

64lx

9W   1000 lm-1200 lm

Code

D100-9W  1000-1200 Lm MODELS

D100-9W-830-30
D100-9W-840-30

D100-9W-830-50

Module output
1100 lm
1200 lm

1000 lm
1100 lm

LED Power
9 W
9 W

9 W
9 W

System Power
11 W
11 W

11 W
11 W

CCT
3000K
4000K

3000K
4000K

CRI
83
83

83
83

LED output
1300 lm
1400 lm

1300 lm
1400 lm

BEAM
30°
30°

50°
50°D100-9W-840-50

LED Voltage
36 V
36 V
36 V
36 V

LED Current
260 mA

260 mA

260 mA
260 mA

( CITIZEN LED )

Order Information

30°

5236lx1m

1309lx

582lx

327lx

Height,Emax

10°0°10°

209lx

Diameter

Ø50

Ø101

Ø151

Ø202

(cm)

Ø252

20° 20°

2m

3m

4m

5m

D100-13W-840-30
D100-13W-830-30

50°

10°0°10°20°

Diameter

Ø91

Ø181

Ø272

Ø363

(cm)

Ø453

20°

D100-13W-840-50
D100-13W-830-50

1m

Height,

2m

3m

4m

5m

2107lx

527lx

234lx

132lx

Emax

84lx

13W   1300 lm-1600 lm

Code

D100-13W  1300-1600 Lm MODELS

D100-13W-830-30
D100-13W-840-30

D100-13W-830-50

Module output
1500 lm
1600 lm

1300 lm
1400 lm

LED Power
13 W
13 W

13 W
13 W

System Power
15 W
15 W

15 W
15 W

CCT
3000K
4000K

3000K
4000K

CRI
83
83

83
83

LED output
1800 lm
1900 lm

1800 lm
1900 lm

BEAM
30°
30°

50°
50°D100-13W-840-50

LED Voltage
36 V
36 V
36 V
36 V

LED Current
350 mA

350 mA

350 mA
350 mA

( CITIZEN LED )

217216

E-LITE  LIGHTING

DOME 
LED Downlight 

DOM
E

D150

3000K
(Standard)

Light  distribution  for  3000K

Ø160

1
0

0

ELECTRICAL

Order options

COLOUR  TEMPERATURE

2700K

3000K

21W

28W

COLOUR RENDERING INDEX

CRI 80

CRI 90

Non-Dim 

Phase Dim

1-10V  

REFLECTOR

LENS

DALI 

4000K

SYSTEM POWER

30°Beam 60°Beam

White BlackMatt

18W   2000 lm-2500 lm

Order Information

30°

10141lx1m

2535lx

1127lx

634lx

Height,Emax

10°0°10°

406lx

Diameter

Ø51

Ø102

Ø152

Ø203

(cm)

Ø254

20° 20°

2m

3m

4m

5m

D150-18W-840-30
D150-18W-830-30

60°

10°0°10°20°

Diameter

Ø127

Ø255

Ø382

Ø510

(cm)

Ø637

20°

D150-18W-840-60
D150-18W-830-60

1m

Height,

2m

3m

4m

5m

2105lx

526lx

234lx

132lx

Emax

84lx

Code

D150-18W  2000-2500 Lm MODELS

D150-18W-830-30
D150-18W-840-30

D150-18W-830-60

Module output
2300 lm
2500 lm

2000 lm
2200 lm

LED Power
18 W
18 W

18 W
18 W

System Power
21 W
21 W

21 W
21 W

CCT
3000K
4000K

3000K
4000K

CRI
83
83

83
83

LED output
2800 lm
3000 lm

2800 lm
3000 lm

BEAM
30°
30°

60°
60°D150-18W-840-60

LED Voltage
36 V
36 V
36 V
36 V

LED Current
500 mA

500 mA

500 mA
500 mA

( CITIZEN LED )

Order Information

30°

13510lx1m

3378lx

1501lx

844lx

Height,Emax

10°0°10°

540lx

Diameter

Ø51

Ø101

Ø152

Ø202

(cm)

Ø253

20° 20°

2m

3m

4m

5m

D150-25W-840-30
D150-25W-830-30

60°

10°0°10°20°

Diameter

Ø126

Ø253

Ø379

Ø505

(cm)

Ø634

20°

D150-25W-840-60
D150-25W-830-60

1m

Height,

2m

3m

4m

5m

2863lx

716lx

318lx

179lx

Emax

114lx

25W   2700 lm-3300 lm

Code

D150-25W  2700-3300 Lm MODELS

D150-25W-830-30
D150-25W-840-30

D150-25W-830-60

Module output
3100 lm
3300 lm

2700 lm
2900 lm

LED Power
25 W
25 W

25 W
25 W

System Power
28 W
28 W

28 W
28 W

CCT
3000K
4000K

3000K
4000K

CRI
83
83

83
83

LED output
3800 lm
4000 lm

3800 lm
4000 lm

BEAM
30°
30°

60°
60°D150-25W-840-60

LED Voltage
36 V
36 V
36 V
36 V

LED Current
700 mA

700 mA

700 mA
700 mA

( CITIZEN LED )



D200

3000K
(Standard)

Light  distribution  for  3000K

Ø218

1
3

2

ELECTRICAL

Order options

COLOUR  TEMPERATURE

2700K

3000K

SYSTEM POWER

28W
42W

COLOUR RENDERING INDEX

CRI 80

CRI 90

Non-Dim 

Phase Dim

1-10V  

REFLECTOR

18°Beam 30°Beam 60°Beam

LENS

4000K

DALI Dim

White BlackMatt

Order Information

30°

14035lx1m

3509lx

1559lx

877lx

Height,Emax

10°0°10°

561lx

Diameter

Ø51

Ø102

Ø153

Ø204

(cm)

Ø255

20° 20°

2m

3m

4m

5m

D200-25W-840-30
D200-25W-830-30

60°

10°0°10°20°

Diameter

Ø124

Ø249

Ø373

Ø497

(cm)

Ø623

20°

D200-25W-840-60
D200-25W-830-60

1m

Height,

2m

3m

4m

5m

2966lx

741lx

329lx

185lx

Emax

119lx

25W   2800 lm-3400 lm

Code

D200-25W  2800-3400 Lm MODELS

D200-25W-830-30
D200-25W-840-30

D200-25W-830-60

Module output

3200 lm
3400 lm

2800 lm
3000 lm

LED Power

25 W
25 W

25 W
25 W

System Power

28 W
28 W

28 W
28 W

CCT

3000K
4000K

3000K
4000K

CRI

83
83

83
83

LED output

3900 lm
4100 lm

3900 lm
4100 lm

BEAM

30°
30°

60°
60°D200-25W-840-60

LED Voltage

36 V
36 V
36 V
36 V

LED Current

700 mA

700 mA

700 mA
700 mA

( CITIZEN LED )

18°

18951lx1m

4738lx

2106lx

1184lx

Height,Emax

10°0°10°

758lx

Diameter

Ø34

Ø69

Ø104

Ø138

(cm)

Ø173

20° 20°

2m

3m

4m

5m

D200-25W-840-18
D200-25W-830-18

D200-25W-830-18
D200-25W-840-18

3200 lm
3400 lm

25 W
25 W

28 W
28 W

3000K
4000K

83
83

3900 lm
4100 lm

18°
18°

36 V
36 V

700 mA
700 mA

Order Information

30°

19605lx1m

4901lx

2178lx

1225lx

Height,Emax

10°0°10°

784lx

Diameter

Ø51

Ø102

Ø153

Ø204

(cm)

Ø255

20° 20°

2m

3m

4m

5m

D200-38W-840-30
D200-38W-830-30

60°

10°0°10°20°

Diameter

Ø122

Ø245

Ø367

Ø489

(cm)

Ø611

20°

D200-38W-840-60
D200-38W-830-60

1m

Height,

2m

3m

4m

5m

4291lx

1073lx

477lx

268lx

Emax

172lx

38W   3900 lm-4600 lm

Code

D200-38W  3900-4600 Lm MODELS

D200-38W-830-30
D200-38W-840-30

D200-38W-830-60

Module output

4400 lm
4600 lm

3900 lm
4100 lm

LED Power

38 W
38 W

38 W
38 W

System Power

42 W
42 W

42 W
42 W

CCT

3000K
4000K

3000K
4000K

CRI

83
83

83
83

LED output

5400 lm
5600 lm

5400 lm
5600 lm

BEAM

30°
30°

60°
60°D200-38W-840-60

LED Voltage

36 V
36 V
36 V
36 V

LED Current

1050 mA

1050 mA

1050 mA
1050 mA

( CITIZEN LED )

18°

26789lx1m

6697lx

2977lx

1674lx

Height,Emax

10°0°10°

1072lx

Diameter

Ø34

Ø69

Ø103

Ø138

(cm)

Ø173

20° 20°

2m

3m

4m

5m

D200-38W-840-18
D200-38W-830-18

D200-38W-830-18
D200-38W-840-18

4400 lm
4600 lm

38 W
38 W

42 W
42 W

3000K
4000K

83
83

5400 lm
5600 lm

18°
18°

36 V
36 V

1050 mA
1050 mA

56W

219218

E-LITE  LIGHTING

DOME 
LED Downlight 

DOM
E

Order Information

30°

24515lx1m

6129lx

2724lx

1532lx

Height,Emax

10°0°10°

981lx

Diameter

Ø51

Ø102

Ø153

Ø204

(cm)

Ø255

20° 20°

2m

3m

4m

5m

D200-52W-840-30
D200-52W-830-30

60°

10°0°10°20°

Diameter

Ø124

Ø247

Ø371

Ø495

(cm)

Ø618

20°

D200-52W-840-60
D200-52W-830-60

1m

Height,

2m

3m

4m

5m

5273lx

1318lx

586lx

330lx

Emax

211lx

52W   4800 lm-5600 lm

Code

D200-52W  4800-5600 Lm MODELS

D200-52W-830-30
D200-52W-840-30

D200-52W-830-60

Module output

5400 lm
5600 lm

4800 lm
5000 lm

LED Power

52 W
52 W

52 W
52 W

System Power

56 W
56 W

56 W
56 W

CCT

3000K
4000K

3000K
4000K

CRI

83
83

83
83

LED output

6600 lm
6800 lm

6600 lm
6800 lm

BEAM

30°
30°

60°
60°D200-52W-840-60

LED Voltage

36 V
36 V
36 V
36 V

LED Current

1400 mA

1400 mA

1400 mA
1400 mA

( CITIZEN LED )

18°

33396lx1m

8349lx

3711lx

2087lx

Height,Emax

10°0°10°

1336lx

Diameter

Ø34

Ø69

Ø103

Ø138

(cm)

Ø172

20° 20°

2m

3m

4m

5m

D200-52W-840-18
D200-52W-830-18

D200-52W-830-18
D200-52W-840-18

5400 lm
5600 lm

52 W
52 W

56 W
56 W

3000K
4000K

83
83

6600 lm
6800 lm

18°
18°

36 V
36 V

1400 mA
1400 mA



Super Comfort DS100/DS150/DS200DOME 
LED Downlight 

220

Deep recessed heatsink 
UGR< 19

CITIZEN COB LED

Silicone gasket

Lens holder

 Lens with narrow, medium and flood beam angles

Interchangeable reflector 

WhiteMatt Black

60° 70°

1 1 1

Silicone pad

221

CB

UGR
<19

E-LITE  LIGHTING

DOM
E

IP54



Quickinfo

GENERAL

LED

ESTIMATED LED LIFETIME

OPTICAL

ELECTRICAL

PHYSICAL

recessed

COB LED module
2700K,3000K,4000K

CRI > 80, CRI>90
Bining < 3-Step MacAdam

L80 / 50,000h

direct illumination
beam angle �25°,60°

aluminium
powder coating 

Features

Order options

COLOUR  TEMPERATURE

2700K

3000K

DS65

3000K
(Standard)

9W

13W

COLOR RENDERING INDEX

CRI 80

CRI 90

Light  distribution  for  3000K

Non-Dim 

Phase Dim
1-10V 

REFLECTOR

White Black

75x75

6
1

FIP54

Matt

25°Beam

LENS

- Foucs on every detail
- Low glare for optimal eye comfort

4000K

 DALI

SYSTEM POWER

Function

Small size with cutout of 100mm.
Integrated mechanicals of heatsink 
and mounting ring to reduce 
components.
Deep recessed design achieves 
super eye comfort.
Attractive appearance with 
efficiency and functionality.
Passive management ensures 
durability.

Optimal lens technologies with 
flood beam angles guarantee light 
quality.
Interchangeable reflectors of matt,  
white and black colors provide 
maximum design freedom.
Applicable to all typical downlight 
contexts.

65x65

7.5W   700 lm-750 lm

223

E-LITE  LIGHTING

DOME 
LED Downlight 

222

DOM
E

IP 54 

DS 65

Order Information

25°

2489lx1m

622lx

276lx

155lx

Height,Emax

10°0°10°

99lx

Diameter

Ø40

Ø81

Ø121

Ø161

(cm)

Ø201

20° 20°

2m

3m

4m

5m

DS65-7.5W-840-25
DS65-7.5W-830-25

Code

DS65-7.5W  700-750 Lm MODELS

DS65-7.5W-830-25
DS65-7.5W-840-25

Module output

700 lm
750 lm

LED Power

7.5W
7.5W

System Power

9W
9W

CCT

3000K
4000K

CRI

83
83

LED output

1000 lm
1100 lm

BEAM

25°
25°

LED Voltage

31 V
31 V

LED Current

250 mA

250 mA
DS65-7.5W-830-60
DS65-7.5W-840-60

700 lm
750 lm

7.5W
7.5W

9W
9W

3000K
4000K

83
83

1000 lm
1100 lm

60°
60°

31 V
31 V

250 mA

250 mA

60°

650lx1m

162lx

72lx

41lx

Height,Emax

10°0°10°

26lx

Diameter

Ø118

Ø235

Ø353

Ø471

(cm)

Ø589

20° 20°

2m

3m

4m

5m

DS65-7.5W-840-60
DS65-7.5W-830-60

Order Information

Code

DS65-11W  900-950 Lm MODELS

DS65-11W-830-25
DS65-11W-840-25

Module output

900 lm
950 lm

LED Power

11W
11W

System Power

13W
13W

CCT

3000K
4000K

CRI

83
83

LED output

1300 lm
1400 lm

BEAM

25°
25°

LED Voltage

31 V
31 V

LED Current

350 mA

350 mA
DS65-11W-830-60
DS65-11W-840-60

900 lm
950 lm

11W
11W

13W
13W

3000K
4000K

83
83

1300 lm
1400 lm

60°
60°

31 V
31 V

350 mA

350 mA

25°

3141lx1m

785lx

349lx

196lx

Height,Emax

10°0°10°

125lx

Diameter

Ø40

Ø80

Ø120

Ø159

(cm)

Ø199

20° 20°

2m

3m

4m

5m

DS65-11W-840-25
DS65-11W-830-25

60°

820lx1m

205lx

91lx

51lx

Height,Emax

10°0°10°

33lx

Diameter

Ø123

Ø247

Ø371

Ø495

(cm)

Ø619

20° 20°

2m

3m

4m

5m

DS65-11W-840-60
DS65-11W-830-60

( CITIZEN LED )

( CITIZEN LED )

60°Beam

11W   900 lm-950 lm



Quickinfo

GENERAL

LED

ESTIMATED LED LIFETIME

OPTICAL

ELECTRICAL

PHYSICAL

recessed

COB LED module
2700K,3000K,4000K

CRI > 80, CRI>90
Bining < 3-Step MacAdam

L80 / 50,000h

direct illumination
beam angle �60°,70°

aluminium
powder coating 

Features

Order options

COLOUR  TEMPERATURE

2700K

3000K

DS100

3000K
(Standard)

11W

15W

COLOR RENDERING INDEX

CRI 80

CRI 90

Light  distribution  for  3000K

Non-Dim 

Phase Dim
1-10V 

REFLECTOR

White Black

110x110

7
9

FIP54

Matt

60°Beam

LENS

- Foucs on every detail
- Low glare for optimal eye comfort

4000K

 DALI

SYSTEM POWER

Function

Small size with cutout of 100mm.
Integrated mechanicals of heatsink 
and mounting ring to reduce 
components.
Deep recessed design achieves 
super eye comfort.
Attractive appearance with 
efficiency and functionality.
Passive management ensures 
durability.

Optimal lens technologies with 
flood beam angles guarantee light 
quality.
Interchangeable reflectors of matt,  
white and black colors provide 
maximum design freedom.
Applicable to all typical downlight 
contexts.

100x100

Order Information

60°

922lx1m

243lx

104lx

58lx

Height,Emax

10°0°10°

37lx

Diameter

Ø111

Ø223

Ø334

Ø446

(cm)

Ø558

20° 20°

2m

3m

4m

5m

DS100-13W-840
DS100-13W-830

Code

DS100-9W  900-950 Lm MODELS

DS100-9W-830
DS100-9W-840

Module output

900 lm
950 lm

LED Power

9 W
9 W

System Power

11 W
11 W

CCT

3000K
4000K

CRI

83
83

LED output

1300 lm
1400 lm

BEAM

60°
60°

LED Voltage

36 V
36 V

LED Current

250 mA

250 mA

( CITIZEN LED )

Order Information

60°

1301lx1m

325lx

144lx

81lx

Height,Emax

10°0°10°

52lx

Diameter

Ø111

Ø223

Ø334

Ø446

(cm)

Ø558

20° 20°

2m

3m

4m

5m

DS100-13W-840
DS100-13W-830

13W   1200 lm-1300 lm

Code

DS100-13W  1200-1300 Lm MODELS

DS100-13W-830
DS100-13W-840

Module output

1200 lm
1300 lm

LED Power

13 W
13 W

System Power

15 W
15 W

CCT

3000K
4000K

CRI

83
83

LED output

1600 lm
1700 lm

BEAM

60°
60°

LED Voltage

36 V

36 V

LED Current

350 mA

350 mA

( CITIZEN LED )

9W   900 lm-950 lm

223

E-LITE  LIGHTING

DOME 
LED Downlight 

222

DOM
E

IP 54 

150x150 200x200

DS100 DS150 DS200



ELECTRICAL

Order options

COLOUR  TEMPERATURE

2700K

3000K

DS150

3000K
(Standard)

21W

28W

COLOR RENDERING INDEX

CRI 80

CRI 90

Light  distribution  for  3000K

Non-Dim 

Phase Dim
1-10V 

REFLECTOR

White Black

167x167

1
0

0

Matt

70°Beam

LENS

4000K

 DALI

SYSTEM POWER

Order Information

70°

1353lx1m

338lx

150lx

85lx

Height,Emax

10°0°10°

54lx

Diameter

Ø146

Ø292

Ø438

Ø584

(cm)

Ø730

20° 20°

2m

3m

4m

5m

DS150-18W-840
DS150-18W-830

18W   1700 lm-1800 lm

Code

DS150-18W  1700-1800 Lm MODELS

DS150-18W-830
DS150-18W-840

Module output

1700 lm
1800 lm

LED Power

18 W
18 W

System Power

21 W
21 W

CCT

3000K
4000K

CRI

83
83

LED output

2300 lm
2400 lm

BEAM

70°
70°

LED Voltage

36 V
36 V

LED Current

500 mA

500 mA

( CITIZEN LED )

Order Information

70°

1965lx1m

491lx

218lx

123lx

Height,Emax

10°0°10°

78lx

Diameter

Ø139

Ø278

Ø417

Ø557

(cm)

Ø696

20° 20°

2m

3m

4m

5m

DS150-25W-840
DS150-25W-830

25W   2400 lm-2600 lm

Code

DS150-25W  2400-2600 Lm MODELS

DS150-25W-830
DS150-25W-840

Module output

2400 lm
2600 lm

LED Power

25 W
25 W

System Power

28 W
28 W

CCT

3000K
4000K

CRI

83
83

LED output

3200 lm
3400 lm

BEAM

70°
70°

LED Voltage

36 V
36 V

LED Current

700 mA

700 mA

( CITIZEN LED )

225

E-LITE  LIGHTING

DOME 
LED Downlight 

224

DOM
E

ELECTRICAL

Order options

COLOUR  TEMPERATURE

2700K

3000K

DS200

3000K
(Standard)

28W

42W

COLOR RENDERING INDEX

CRI 80

CRI 90

Light  distribution  for  3000K

Non-Dim 

Phase Dim
1-10V 

REFLECTOR

White Black

220x220

1
3

2

Matt

70°Beam

LENS

4000K

 DALI

SYSTEM POWER

Order Information

70°

2719lx1m

680lx

302lx

170lx

Height,Emax

10°0°10°

109lx

Diameter

Ø143

Ø286

Ø430

Ø573

(cm)

Ø716

20° 20°

2m

3m

4m

5m

DS200-38W-840
DS200-38W-830

38W   3200 lm-3400 lm

Code

DS200-38W 3200-3400 Lm MODELS

DS200-38W-830
DS200-38W-840

Module output

3200 lm
3400 lm

LED Power

38 W
38 W

System Power

42 W
42 W

CCT

3000K
4000K

CRI

83
83

LED output

4300 lm
4500 lm

BEAM

70°
70°

LED Voltage

36 V
36 V

LED Current

1050 mA

1050 mA

( CITIZEN LED )

Order Information

70°

1823lx1m

456lx

207lx

113lx

Height,Emax

10°0°10°

77lx

Diameter

Ø143

Ø286

Ø430

Ø573

(cm)

Ø716

20° 20°

2m

3m

4m

5m

DS200-25W-840
DS200-25W-830

25W   2200 lm-2400 lm

Code

DS200-25W 2200-2400 Lm MODELS

DS200-25W-830
DS200-25W-840

Module output

2200 lm
2400 lm

LED Power

25 W
25 W

System Power

28 W
28 W

CCT

3000K
4000K

CRI

83
83

LED output

3000 lm
3200 lm

BEAM

70°
70°

LED Voltage

36 V
36 V

LED Current

700 mA

700 mA

( CITIZEN LED )



DOME Display Case

Super Comfort DOME 227226

E-LITE  LIGHTING

Display Case Available

D100

D150

D200

30° 50°

Driver

DS200 DS150 DS100

420

590

220

DOM
E
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